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Who is IBHS?

Severe weather disrupts lives, displaces families, 
and drives financial loss. IBHS delivers top - tier 
science and translates it into action so we can 
prevent avoidable suffering, strengthen our 
homes and businesses, inform the insurance 
industry, and support thriving communities.



Wildfires become CATASTROPHES
when they move into a 

COMMUNITY and an URBAN 
CONFLAGRATION unfolds.

People 

Wind

Drought Conflagration

The uncontrolled 
spread of fire within 
a community leading 
to large structure 
loss.
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Palisades Fire
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Imagery provided courtesy of the Los Angeles Region Imagery Acquisition Consortium (LAR -IAC) and Eagle View 



Preventing Ignition



wildfireprepared.org

0ï5 FOOT NONCOMBUSTIBLE ZONE
V Establish a 0ï5 Foot Noncombustible Zone  

around the home and decks; remove overhanging 
branches; replace combustible fences within 5 feet.

5ï30 FOOT DEFENSIBLE SPACE ZONE

V Maintain yard with spaced vegetation, structures, & 
other connective fuels; clear debris; remove 

firewood.

V Move structures at least 10 feet away & maintain a  

0-5 Foot Noncombustible Zone around them.

ROOF

V Ensure the roof 
covering is Class A 

fire - rated & 

maintained clear of 
debris.

V Choose 

noncombustible 
gutters & 

downspouts.

BUILDING FEATURES

V Install flame -  and ember -

resistant vents or 1/8 - inch metal 

mesh vents.
V Ensure 6 - inch vertical 

noncombustible clearance at 

base of exterior walls and decks.
V Clear & maintain the underdeck 

area; enclose low -elevation 

decks.
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Structure Density
Connective Fuels

Building Materials

V Cover gutters.

V Enclose eaves.

V Install 

noncombustible 
siding.

V Upgrade windows 

& doors.
V Upgrade to a 

noncombustible 

deck.

V Move accessory 

structures at least 

30 feet away.

V Remove back - to -
back fencing.

ADDITIONAL 

MITIGATIONS 

AGAINST FLAMES



WILDFIRE

IS UNIQUE



THE SURVIVABILITY

OF ONE PARCEL


